
Specification

Scope of application

The ARCNET card SH ARC-PCIu for the PCI bus has 
been developed for the use in industrial PCs. It 
features a coaxial interface or a galvanically 
decoupled RS485 interface.

The controller COM20022 of SMSC allows bit rates 
up to 10 Mbit/s. The card is plug and play. 
Configuration of addresses and interrupts is simple.
The SH ARC-PCIu can be used immediately with any 
other SH product thanks to standardized driver 
interfaces.

Design & Functionality

The card contains the ARCNET controller COM20022 
from SMSC which is completely compatible with the 
COM20020. It supports standardized bit rates up to 
10 Mbit/s.
The SH ARC-PCIu is a 32 bit card conforming to 
PCI 2.2. It may be addressed via I/O addresses or 
via memory. 
The card can be connected to the fieldbus via an 
RS485 or a coaxial connection. See order 
information for ARCNET interface modules or product 
datasheet 'Interface modules'.

4 LEDs indicate the following activities:

• Coaxial transceiver active/inactive (back plane 
mode on/off).

• Activity on ARCNET receiving channel

• Activity on ARCNET sending channel

• PC access to ARCNET module

SH ARC-PCIu

Universal ARCNET PCI card
for 3.3V and 5V signal environment

DATASHEET

Compatibility ANSI/ATA 878.1, PCI 2.2, CE

Power consumption < 4W

Temperature range, 
operation 

0°C to +55°C

Temperature range, 
 storage 

-20°C to +85°C

Dimensions (w/h/d), 
in mm 

120/107/19 (without connectors 
and slot bracket)

Weight max 250g incl. packaging

Key features

32 bit bus, PCI 2.2 compatible

Automatic adaptation to 3.3V and 5V signal environment

Mapping of the COM20022 registers into the I/O and 
Memory space of the PC

Fast controller access via Advanced-Memory Mode

Coaxial transceiver protected against invalid bit rate and 
mode

DOS enabler to operate card under MS-DOS, making it 
compatible to SH ARC-ISA

Switchable termination of the RS-485 interface

Interface for SH interface modules type "PC"

Drivers

Universal RAW 
driver (UARC) 

Windows 98/ME/NT/2000
Windows XP/2003/2008/Vista 1)

NDIS Windows 95/98/NT/2000 1)

Other  drivers Linux 1)

1) Detailed overview of drivers and supported OS can be 
found on www.sohard.de
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Order Information

Order name Bit rate Short description

SH KOAX-PC 2.5 Mbit/s Coaxial interface module type „PC“ with BNC socket

SH LWLSM-PC 0..2.5 Mbit/s

SH LWLSMA-PC 0..2.5 Mbit/s Optic fiber interface module type „PC“ with SMA socket

SH LWLST-PC 0..2.5 Mbit/s Optic fiber interface module type „PC“ with ST socket

SH LWLTOS-PC 0..2.5 Mbit/s Optic fiber interface module type „PC“ with TOSLINK socket

SH RS485-PC 0..10 Mbit/s RS485 interface module type „PC“ with D-Sub socket

SH TWP-PC 2.5 Mbit/s TWP interface module type „PC“ with RJ45 socket

1) Bit rate is depending on selected interface module. 2) Interface module must be ordered separately.
User manual and CD with drivers are included with "SH ARC-PCIu". 

Interface modules type "PC"

Optic fiber interface module type „PC", single mode with ST socket

Subject to technical changes and printing errors excepted.
Release: November 2008

Please feel free to contact as for customized interface modules.

Order name Bit rate Short description

SH ARC-PCIu-K 2.5 Mbit/s PCI ARCNET card with coaxial interface (BNC socket)

SH ARC-PCIu-R 0..10 Mbit/s PCI ARCNET card with RS485 interface (D-Sub socket)

SH ARC-PCIu-M 0..10 Mbit/s 1) PCI ARCNET card with one port for an interface module type „PC“ 2)


